
 

Product name P2.5 

 

Pixel configuration 1R1G1B（全彩） 

Lamp bead package specifications SMD1515 

Pixel density (dots/㎡) 160000 

Module size(mm) 320X160X8.6  

Module resolution 128X64 

Scan method 32 扫 

Constant-current IC is standard Dual Cache or PWM 

Refresh rate (Hz) 1920-3840hz 

Frame Change Frequency (Hz) 60hz 

Gray scale (bit) 12bit 

Assembling diameter 407mm 

Bending arcs ≥135° 

Signal interface mode HUB75 (no cascading interface) 

Module bottom shell material Silicone soft bottom shell 

Module weight (g/sheet) 290g  

Flatness(mm) ≤ 0.5  mm 

Module protection level Unprotected 

Installation/maintenance method Pre- or post-installation/maintenance 

 

 

Brightness (cd) 700-750cd 

Color Temperature (K) 10000-12000 K 可调节 

coordinate     X:0.2500  Y:0.3000  ± 0.01 

Horizontal/vertical viewing angles X:150°  /  Y:120° 

contrast ≥6000:1 

 

Module supply voltage: DC(V) 5V 

Module Maximum Current DC(A) 4.2A 

Maximum power consumption of module 

(w/sheet) 
21 w 

Operating Input Voltage AC(V) 220 V 

Peak Power Consumption (W/m2) 410 w 

Average Power Consumption (W/m2) 118 w 

 Typical life (h) 100 000 h 



 

Operating Temperature Range (°C) -20—40℃ 

Operating Humidity Range (RH) 20%—75%RH 


